1 


1 


STORl 



Early Journal Content on JSTOR, Free to Anyone in the World 

This article is one of nearly 500,000 scholarly works digitized and made freely available to everyone in 
the world by JSTOR. 

Known as the Early Journal Content, this set of works include research articles, news, letters, and other 
writings published in more than 200 of the oldest leading academic journals. The works date from the 
mid-seventeenth to the early twentieth centuries. 

We encourage people to read and share the Early Journal Content openly and to tell others that this 
resource exists. People may post this content online or redistribute in any way for non-commercial 
purposes. 

Read more about Early Journal Content at http://about.jstor.org/participate-jstor/individuals/early- 
journal-content . 



JSTOR is a digital library of academic journals, books, and primary source objects. JSTOR helps people 
discover, use, and build upon a wide range of content through a powerful research and teaching 
platform, and preserves this content for future generations. JSTOR is part of ITHAKA, a not-for-profit 
organization that also includes Ithaka S+R and Portico. For more information about JSTOR, please 
contact support(5)jstor.org. 



MECHANICS. 



43 



No. VII.— IMPROVED PLUMBER'S FORCE. 

The Sum of Three Pounds was presented to Mr. A. 
W. Franklin, of Fleet Lane, for his Improved 
Plumber s Force. 

Mr. Franklin's ini' 
proved force consists of 
a piece of inch-iron gas- 
pipe A A, from 12 to 14 
inches in length, on one 
end of which is screwed 
a proper stuffing-box b, 
and on the other the 
valve-box c. 

The plunger, or piston, 
DD, consists of a brass 
triblet-drawn tube, hav- 
ing a solid brass plug e 
fixed in at the bottom, 
and furnished at the top 
with a wooden knob to 
form a handle f ; the 
plunger works through 
the stuffing-box b, which 
is packed with cotton- 
yarn, soaked in tallow. 

The leather hose is 
attached to the bottom 
end of the force in the 
ordinary way. 




